
Features   Directly Connects the Fieldbus Unit Signal to a Vacuum 
Ejector

 
SY Fieldbus Unit Manifold: ZK2 Mounted
Plug-in Type

SS5Y3-10Smm-mmm-m-X603

Blanking plate with output Integrated control signal

The blanking plate extracts the individual 
signal of the manifold valve. Individually 
installed valves and equipment can be 
driven by the extracted signal.

The ZK2 is controlled by the signal 
from the blanking plate with output.

Trademark
DeviceNet™ is a trademark of ODVA.
EtherNet/IP™ is a trademark of ODVA.
EtherCAT® is registered trademark and 
patented technology, licensed by Beckhoff 
Automation GmbH, Germany.

Vacuum Ejector
ZK2 Series

Input signal

Input signal
Input signal

Applicable Fieldbus Protocols

Input Signal x 2 Input Signal x 1

Fieldbus Unit 
Manifold

SY Fieldbus Unit Manifold: ZK2 MountedVacuum Ejector 
(Plug connector specification)

Wiring time can be reduced.

SP161X-020E
P: VT

P.G. information
Point to Group

Specialized Product
Contact our sales office for delivery dates 
and prices as this is a special model.

To ensure the safest possible operation of this product, please be sure to thoroughly read the 
“Safety Instructions” in our “Best Pneumatics” catalog before use.Caution
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2-position double (24 VDC)
SY3200-5U1 (5 sets)

Vacuum ejector
ZK2A10K5NL3-06

Manifold base
SS5Y3-10SVB-
06B-C6-X603

1 2
Stations

3

 U side 

 D side 

Blanking plate with output

 SY Fieldbus Unit Manifold: ZK2 Mounted
SS5Y3-10Smm-mmm-m-X603

Plug-in Type P.G. information
Point to Group

Specialized Product

How to Order: Manifold

Applicable Vacuum Ejector Model

SS5Y3 10S X603
SI unit specifications

Symbol Protocol Number of outputs Communication connector
0 Non-SI unit —

QA
DeviceNet™

32
M12

QB 16
NA

PROFIBUS DP

32
M12

NB 16
NC 32

D-sub *1

ND 16
VA

CC-Link
32

M12
VB 16
DA

EtherCAT
32

M12
DB 16
FA

PROFINET
32

M12
FB 16
EA

EtherNet/IP™
32

M12
EB 16

*1  IP40
P, E port entry

U U side (2 to 10 stations)
D D side (2 to 10 stations)
B Both sides (2 to 24 stations)

SUP/EXH block assembly
Nil Internal pilot

S Internal pilot,  
Built-in silencer

R External pilot

4(A), 2(B) port size
C2 ø2 One-touch fitting
C3 ø3.2 One-touch fitting
C4 ø4 One-touch fitting
C6 ø6 One-touch fitting
N1 ø1/8" One-touch fitting
N3 ø5/32" One-touch fitting
N7 ø1/4" One-touch fitting

CM
Straight port, mixed sizes
Indicate it on the manifold 
specification sheet.

*   This also includes the number of the blanking plate 
assembly.

*   For the non-SI unit model (S0), note the maximum 
number of solenoids of the SI unit that will be mounted. 
If the layout is specified, indicate it on the manifold 
specification sheet.

*   The vacuum ejector is not included in the number of 
stations. The “Combination of the supply valve and 
release valve” of the applicable vacuum ejector model 
is as follows:
K/R: Number of solenoids = 2

J: Number of solenoids = 1

*1   Double wiring: 2-position single, double, 3-position, and 4-position valves can be used on all manifold 
stations. Use of a 2-position single solenoid will result in an unused control signal. If this is not desired, 
order with a specified layout.

*2   Specified layout: Indicate the wiring specifications with the manifold specification sheet. (Note that 2-po-
sition double, 3-position, and 4-position valves cannot be used where single wiring has been specified.)

SI unit output polarity
Nil Positive common (NPN)
N Negative common (PNP)

*   Ensure a match with the common 
specification of the valve to be used.

Vacuum (V) port

Supply valve/release valve/digital pressure 
switch for vacuum connector specifications

Pressure sensor/digital pressure 
switch for vacuum specifications

Combination of the supply valve and release valve

Nominal nozzle size

System/Body type

*   A stopper bracket (Part no.: TEX1-SMC) is required to secure the ZK2  
to the DIN rail.

*  The air supply circuit of the SY manifold and ZK2 are not connected.

ZK2
A
B
G

K
J
R

L1
L35

*  Refer to the Web Catalog (ZK2 Series).

• A separate manifold specification sheet is available.
• The vacuum ejector must be installed on the U side (1 unit/manifold).

<Part Number Examples>
SS5Y3-10SVB-06B-C6-X603   1 set

* SY3200-5U1   5 units
* ZK2A10K5NL3-06   1 unit

VB C606 B

•  The manifold part number does not include the valve and 
ejector. Please order separately.

•  The manifold base part number includes a blanking plate with 
output and is mounted on the end of the U side (1 unit/manifold).

Valve stations
In the case of the 32-output SI unit
Symbol Stations Note
02 2 stations

Double wiring *1

… …

15 15 stations
02 2 stations Specified layout *2

(Up to 32 solenoids are available, including  
2 solenoids for the vacuum ejector.)

… …

24 24 stations

In the case of the 16-output SI unit
Symbol Stations Note
02 2 stations

Double wiring *1

… …

07 7 stations
02 2 stations Specified layout *2

(Up to 16 solenoids are available, including  
2 solenoids for the vacuum ejector.)

… …

15 15 stations
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